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DRAIN FOR AGG

BASE COURSE

CONSTRUCTION
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c
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PROPOSED FIELD TILE JUNCTION VAULT, 3’ DIA
TO REPLACE EXISTING STRUCTURE. SEE NOTES
ON THIS SHEET.

oy
87 _CLAY FIELD TILE i;_l

EXISTING ROW

EXISTING ROW

MATCHLINE STA 37+00

5 J
BITUMINOUS CONRETE
PAVEMENT(FULL-DEPTH),
SUPERPAVE, 8-3/4"

3’ AGG SHOULDER

CONSTRUCTION
LIMITS

OF SHOULDER

IMPROVEMENT
ENDS @ STA 39+00

EXISTING EDGE
OF PAVEMENT

EXISTING EDGE

Z.

SBI | SECTION counTy | JOTAL JSHEET
88 103C-BR BUREAU 51 1 10
STA. 37400 TO STA. 39400

FED. ROAD DIST. 0. JILLINOIS| FED. AID PROJECT

1. THE FRAME AND LID FOR THE VAULT AS SHOWN IN
DISTRICT STANDARD 30.2 SHALL BE_INCLUDED IN THE
UNIT PRICE PER EACH FOR “FIELD TILE JUNCTION,
VAULTS, 3’ DIA.”

2. THE COST OF THE REMOVAL AND DISPOSAL OF THE
EXISTING VAULT SHALL BE INCLUDED IN THE UNIT PRICE
PER EACH FOR "“FIELD TILE JUNCTION VAULTS, 3° DIA.”

3. THE_COST OF CONNECTING THE EXISTING FIELD TILE
TO THE PROPOSED VAULT INCLUDING REMOVAL OR
REPLACEMENT OF EXISTING SECTIONS OF FIELD TILE
SHALL BE INCLUDED IN THE UNIT PRICE PER EACH FOR
“FIELD TILE JUNCTION VAULTS, 3° DIA.”

m PAVEMENT REMOVAL - STA 19+00.00 TO 22+50.00
Z STA 28+30.00 TO 28+66.55

STA 29+84.10 TO 30+20.00
STA 35+50.00 TO 39+00.00

X’ DENOTES TREE REMOVAL

507 0 507 100°

SCALE: 17 = 50’
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EXCAVATION 383
EMBANKMENT 32
EARTHWORK BALANCE» 293
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